
MPW-350/350R/350RH laboratóriumi centrifuga 

 

APPLICATION: 
 
Family of universal table top laboratory centrifuges consist of versions: 

MPW 350- ventilated 

MPW 350R - refrigerated  

MPW 350RH - refrigerated/heated 

They are applied in medical, biochemical, industrial and other laboratories. 

 
ADVANTAGES: 
 
- maintenance-free, brushless drive motor; 

- display LCD,  

- modern microprocessor controller provides for:  

                        - 99 operating programs; 

                        - preselection for rotational speed or RCF; 

                        - 1 sec. intervals adjustment for time preselection; 

                        - time counting begins when push button start is pressed 

                          or rpm of the rotor reaches rotational speed set up in the  

                          program; 

                        - 10 acceleration and deceleration curves; 



                        - temerature adjustment (MPW-350R/RH); 

- short spin button for quick spins; 

- automatic rotor identification; 

- errors indication system: 

                        - unbalance; 

                        - improper chosen rotor; 

                        - interruption centrifugation program; 

- stainless steel chamber; 

- signals of failure in the power supply;  

- monitoring of programmed parameters during spinning, 

- output of RS 232 

- monitor and saving of working parameters troughout PC with centrifuge or directly by 
thermal printer with serial port, 

- efficient ventilated ducts system (MPW-350); 

- precooling program (MPW-350R/RH); 

- cooling programe after finishing of spinning (MPW-350R/RH);  

- precisely temperature stabilization (MPW-350R/RH); 

- wide range of 29 replaceable rotors and other equipment; 

- protection systems: 

                        - it is not possible to open the lid during spinning; 

                        - it is not possible to start when the lid is open; 

 

 

 

 

 



TECHNICAL DATA: 

 MPW-350 

Cat. No. 10350 

 

MPW-350R 

Cat. No. 10350R 

 

MPW-350RH 

Cat. No. 10350RH 

 
Electric supply 230 V  50/60 Hz  /  115 V  60 Hz 
Power consumption 410 W 870 W 873 W 
Maximum capacity 1 l 1 l 1 l 
Maximum speed 18000 min 

-1 18000 min 
-1 18000 min 

-1 
Maximum RC 24088 xg 30065 xg 24088 xg 
Time range 0 ÷ 99 min, 59 sek. lub ∞ 
Temperature range - -20

o
C ÷ +40

o
C -20

o
C ÷ +55

o
C 

Dimensions 510 x 410 x 370 mm 640 x 410 x 370 mm 640 x 410 x 370 mm 
Weight without 

accessories 
35 kg 59 kg 59 kg 

 


